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DF12A
Active Subwoofer

Specifically Designed for the GS System

Code 5O01322

The DF12A is an active subwoofer specifically designed for the GS 
System with a 2-channel built-in amplification module capable of 
developing a 1360 Watts power, subdivided into 1000 Watts to 
drive the 12” internal woofer and 360 Watts dedicated to drive 
up to 8 GS modules, the satellites that complete the FiveO Sound 
System.
The DF12A is equipped with a DSP that can optimize GS system 
performances through 3 user-recall presets, one of which is custo-
mizable via remote LAN connection.
On the rear panel there are two Combo XLR inputs; the first one 
with mic/line selection, the second one optimized for accepting a 
HiZ signal such as an acoustic instrument or a line signal; it is also 
possible to connect an additional audio source to the second input 
through two RCA stereo connectors.

The signals from the two inputs can be mixed together with the 
built-in mixer and taken from an XLR output to relay the signal to 
additional acoustic speakers.
A Neutrik NL4 output connector makes it easy to connect power 
to the GS satellites.
A variable speed fan and a complete set of electronic protections 
make the DF12A subwoofer a robust and reliable system ideal as 
low frequency live reinforcement for GS module integration.
The birch plywood construction and the scratch-proof painting, in 
addition to ergonomic handles and steel grille, without forgetting 
the compact size and low weight, make the DF12A the ideal part-
ner for the most demanding users.

- 1 x 12” Woofer with 2.5” voice coil
- 1000W + 360W class-D amplifier developed for GS System
- 3-preset DSP (1 programmable preset)
- 2 x selectable XLR inputs + RCA
- 130 dB max SPL
- Birch plywood cabinet

- P.A. sound reinforcement
- Conference hall installations
- Portable system
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Frequency Response 40 Hz - 500 Hz

Woofer 1 x 12”

Sensitivity 1W/1mt 96 dB

Impedance 8 Ω

Power rating 1000W + 360W

Max SPL 130 dB

INPUT Connectors 2 x Combo XLR

OUTPUT Connectors 2 x Speakon +1 XLR out

Power Supply 115V / 230V

Controls 
Volume, Switch sensibilità e tipologia 
ingresso, Switch Power On, LED On, 
Limiter, Ground lift, LAN

Dimensions (W x H x D)
430 x 450 x 480 mm
16.93” x 17.72” x 18.90”

Weight 12 kg

Colour Black
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ACTIVE BASIC SYSTEM

GS System - Active configuration:
- 8 x GS module
- 2 x DF12A subwoofer

Datasheet
DF12A

DESCRIPTION OF BASIC CONFIGURATIONS

ACTIVE FULL SYSTEM

GS System - Active configuration:
- 16 x GS module
- 2 x DF12A subwoofer
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Make your initial connections with all the equipment powered off, and ensure that all the main 
volume controls are turned completely down.

Two Active Subwoofers & Two Passive Satellite Speakers
1) Connect one side of the signal cable to the output of your mixer (left / right) with a TRS or XLR 

connector and the other side of the cable to the line input (combo) in the active subwoofer (with 
a TRS to XLR connector). Then connect the speakon cable from the output of power in the 
Subwoofer to the satellites input.

2) Complete other connections as illustrated.

3) Turn on your mixer first, then the stereo power amplifier. 

4) Turn up the volume controls of your amplifier to about70%.

5) Use PFL function to get the proper input level for the mixer, and adjust the Main Mix Level control 
to manipulate the output level. 

6) After using, turn off your stereo power amplifier first, then the mixer.

Satellite Satellite
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