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Features
ASIO Features

e ASIO 2.2 compliant

e  Supports both 32-bit and 64-bit ASIO host applications

e  Multi-client support (multiple ASIO applications in parallel)
e  Playback mix (simultaneous ASIO and WDM playback)

WDM/DirectX Features

e  Supports standard Windows interfaces: MME, DirectSound, WASAPI
e  Stereo and multi-channel playback / recording
e Volume and mute control through Windows Mixer

System requirements

ZEDi Windows driver v2.29C supports these Windows operating systems:

Windows 7 (32 and 64 bit)
Windows 8 (82 and 64 bit)
Windows 8.1 (82 and 64 bit)

ZEDi Windows driver v3.39 supports:
Windows 10 (32 and 64 bit)

Note
A driver is not required for Mac computers.

The minimum PC hardware requirements are as follows:

e PC or laptop manufactured after January 2006
e Intel Core 2 @1.6GHz or AMD equivalent
e 1 GB memory

Installation
1. Download the driver installation file supporting your operating system.

2. Connect the mixer’s USB-B port to the PC with the USB A to B cable provided.
3. Switch the mixer’s power on.
3. UnZip the installer and double click to run.

4. Follow the instructions on screen:

Setup = e Setup.
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Welcome to the ZED USB Driver
v2.29 B Setup Wizard

This wizard will guide you through the installation of ZED USB
Driver v2.29.B.

Itis recommended that you dlose all other applications
before starting Setup. This will make it possible to update
relevant system files without having to reboot your
computer.

Click Next to continue.
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Welcome to the ZED USB Driver
v2.29 B Setup Wizard

Checking system status.
This may take some time to complete. Please wait ...

@ [ cancel |
Click Next! Click Next!
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Setup e

Choose Install Location
Choose the folder in which to install ZED USB Driver v2.29.8. %

Setup will install ZED USB Driver v2.29.8 in the following folder. To install in a different folder,
click Browse and select another folder. Click Install to start the installation.

Destination Folder

:\Program Files\Allen & Heath\ZedUSBDriver

Space required: 2.2MB
Space available: 85.5GB

[ <ok J[ sl ] [ concel ]

Click Install!

Setup =

Installation Complete
Setup was completed successfully. %
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Execute: regsvr32 /s "C:\Program Files\Allen & Heath\ZedUSBDriver\ZedUSBDriverasi... »
Execute: regsvr32 /s "C:\Program Files\Allen & Heath\ZedUSBDriver\ZedUSBDriverasi...
Create shortcut: C:\P: Wicrosoft\Wir t \F tup)...
Preinstalling drivers.

This may take some time to complete. Please wait ...

Preinstallation was successful. Click Next to continue. ‘7

< Back

Click Next!

To complete the driver installation, you must disconnect and reconnect your
device. Do you want to exit this wizard now and connect the device later?

e )=

Now switch the mixer off, then on again.

ZEDi8 R X

Device driver software installed successfully.

Installation complete!

Your mixer will now show up as an audio device in Windows, and as a WDM / ASIO device in your DAW software.
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Select a playback device below to modify its settings:

Setup =

Installing
Please wait while ZED USB Driver v2.29.B is being installed. %

vistng .. )

Preparation.

Preparing installation.

This may take some time to complete. Please wait ...

Execute: 'C:\Users\HARRY~1.GAR\AppData\Local\Temp\7z5783.tmp\cplah.exe’ -exi...
Waiting ...

Cancel |

<Back || Next> | | |

Wait!

Completing the ZED USB Driver
v2.29 B Setup Wizard

Please disconnect and reconnect the device you
wish to install. and tum it on.

Click Finish!

:E Installing device driver software ® %
: Click here for status.

Wait for this message...
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NVIDIA HDMI Output (Port 1)
NVIDIA High Definition Audio
Not plugged in

Speakers
Realtek High Definition Audio
Default Device

Realtek Digital Output
Realtek High Definition Audio
Ready

i

Realtek Digital Output(Optical)
Realtek High Definition Audio
Ready

@g 4@,

Speakers

Ready

o =
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ZED USB Control Panel

Go to the windows tak bar notification area and click to show hidden icons.

& Zed USB Control Panel [ = ]
= - Status [F:;nn;t_l Buffer Settings | Volume | Info |
Zed USB Control Panel USB Audio Device
& @ e ZEDiS
Current Sample Rate
Customize... 44100 He

EN BB m, ® P 13:36

SRR s
Click on the ZED USB driver tray icon Status will show the USB Audio Device and

Current Sample Rate.

& 724 USE Control Panel [ & 7ed USE Control Panel (=]
\7515 Fomat ‘Bdfef Settings | Volume I Info | Jgtau; Format | Buffer Settings -Vrorluirr;eirﬁbﬁ]
Input USB Streaming Mode
2 channels, 24 bits [safe -
Output Asio Buffer Size
™ <)
2 channels. 16 bits
Select the Audio Bit Rate under Format. Buffer Settings can be changed for better system
performance
USB Streaming Mode Defines the buffer depth in the USB streaming layer.

This can be set to one of the following values:

e  Minimum Latency = 1 ms
Low Latency = 2 ms
Standard = 4 ms
Relaxed = 8 ms

Reliable = 12 ms

Safe = 16 ms

Extra Safe = 32 ms

USB Streaming Mode should be adjusted according to the capabilities and performance of your computer.
If your application requires low latency i.e. for recording, switch modes gradually and test for reliable streaming.
If you experience any audio dropouts, go back to a higher buffer setting where this stops.
ASIO Buffer Size Defines the buffer size between the driver and the DAW application.
This can be set to 64, 128, 256, 512, 1,024, 2,048 or 4,096 samples.

Again, if your application requires low latency, try reducing the Buffer Size gradually.
If you experience any audio dropouts, go back to a higher buffer setting where this stops.

Note

The minimum ASIO Buffer Size allowed is dependent on the USB Streaming Mode - if the selected ASIO buffer is
too small for the current USB Streaming Mode a warning message is displayed.

For troubleshooting or more background information please visit our Knowledge Base article here.
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http://allen-heath.helpserve.com/Knowledgebase/Article/View/1002/201/qu-windows-driver-understanding-and-troubleshooting

& Zed USE Control Panel = ] & InputVolume | % | & Output Volume IS
Status | Format | Buffer Settings | Volume | info 0 00 0 00
(=3 5 a (=3 5 a
Channels
[ Input ... J Outpus ..
=a =a
ie & & @O i ¢ e @O
MASTER Analogue 1 MASTER Analogue 1
nalogue 2 Analogue 2

Channel Input and Output Volume can be controlled under Volume.
It's not necessary to adjust these, but it may be useful to avoid distorted sound where the application has no level
control.

& Zed USE Control Panel =
[ Status | Fomat | Buffer Settings | Volume | o |
Device Info
Manufacturer:  Allen & Heath
Product: ZEDi8
VID/PID: (x22F0/0x0014
Revision: v6.B4
Serial No:
Driver Info
Version 2.29.0
Release Buid

Info displays the mixer’s Device Info. This is useful for diagnostics.

For troubleshooting or more background information please visit our Knowledge Base article here.
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